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—— P.C. CONC. I { ADJACENT BUILDING, RETAINING N
SIDEWALK—] 20 (") PREFORMED EXPANSION | N WALL OR OTHER STRUCTLRE PRIVATE W
20 (I SIDEWALK
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/ I JOINT FILLER i \ / NOTES: ‘ ; , /- : | = |
| ; — P.C. CONC, L. EXPANSION JOINTS SHALL BE CONSTRUCTED AS SHOWN ON ‘}2,9‘) 5 / 20 20 )
| | SIDEWALK— THE DETAILS FOR P.C.C. SIDEWALK. 4 7 Fa 20 & ( ;gg‘)
| . | 2. THE CURB BETWEEN ADJACENT DRIVEWAYS SHALL BE FULL v 78 !
HEIGHT FOR A DISTANCE OF AT LEAST FOUR 1.2 METERS - <
| I ) 14 FEET), REYSTONE / &Qv % / DRIVEWAY / /
| | 3. P.C. CONCRETE DRIVEWAYS SHALL BE CONSTRUCTED AT N SO0 ™
| ] LOCATIONS SHOWN ON THE PLANS OR AS DIRECTED 3 3 2
| | 180 BY THE ENGINEER. \ 7m 20 5 20 T T SIDEWALK APRON
| an § 4. 20 (%) PREFORMED EXPANSION JOINTS ®ILL NOT BE R ] 9 T ™ RAMP SIDEWALK
PAID FOR SEPARATELY BUT SHALL BE CONSIDERED . ! 1 !
CURE AND GUTTER | { j Y ifln; TO MEET CURR
[ ———— 1 INCIDENTAL TO P.C.C. DRIVEWAY PAVEMENT 200 (8"). N U -~ DEPRESSED CURB
5% 5. COMBINATION CONC. CURB AND GUTTER SHALL BE TRAFFIC SIGNAL, TROLLEY POWER “-FIRE HYDRANT PLATFORM THE PROPOSED CARRIAGE WALK SHALL
EDGE OF PAVEMENT/ B ey MEASURED STRAIGHT ACROSS THE DRIVEWAY. NO DEPRESSED CURB POLE, LIGHT STANDARD OR COLUMN TO BE 0.3 m (3'-C") SQUARE OR  BE CONSTRUCTED THE SAME WIDTH AND
BARRIER CURS A 08 m DEPRESSED CURD — 08 m A BARRIER CURB ADDITIONAL COMPENSATION WILL BE ALLOWED FOR FOR OVERHEAD STRUCTURE. AS DIRECTED BY THE ENGINEER.  [ENGTH AS THE EXISTING CARRIAGE WALK
EoanT) S THE TRANSITION CURB AND GUTTER. £ AND PAID FOR AS PORTLAND CEMENT /
~ CONCRETE SIDEWALK, 125 (5-INCHES).
W4 LB m (60 PAVEMENT — e PAVEMENT —7
| L |
LTRANSITION TO DEPRESSED CURB SHALL BE MADE WITHIN THESE LIMITS—[ (AS SHOWN ON THE PLANS)
PLAN VIEW MEET EXISTING NOTES:
—— e FLOW LINE OF GUTTER SIDEWALK 1. ONE-HALF INCH THICK EXPANSION JOINTS SHALL BE PLACED BETWEEN THE SIDEWALK AND
200 @ p ALL STRUCTURES SUCH AS LIGHT STANDARDS, TRAFFIC LIGHT STANDARDS, MANHOLES, WHICH
- -C.C. DRIVEWAY pAvEMENT 20 34 EXTEND THROUGH THE SIDEWALK.
MENT
CURB AND GUTTER 2, 20 (3/4) THICK EXPANSION JOINTS SHALL BE PLACED AT INTERVALS OF NOT MORE
THAN 30 METERS (100 FEET) IN THE SIDEWALK. WHERE THE SIDEWALK IS CONSTRUCTED ADJACENT-
20 (%) PREFORMED EXPANSION TO PAVEMENT OR CURB HAVING EXPANSION JOINTS, THE EXPANSION JOINTS IN THE SIDEWALK
JOINT FILLER ] SHALL BE PLACED OPPOSITE THE EXISTING EXPANSION JOINTS AS NEARLY AS PRACTICABLE.
PREFORMED EXPANSION EXPANSION JOINTS SHALL ALSO BE PLACED WHERE THE SIDEWALK ABUTS EXISTING SIDEWALKS,
A75 JOINT FILLER BETWEEN DRIVEWAY PAVEMENT AND SIDEWALK, AND BETWEEN SIDEWALK AND CURBS WHERE THE-
SECTION B-B g™ SIDEWALK ABUTS A CURB.
SLOPE FOR SIDEWALK
25 (1) IN 0.3 m (3-0") IN CHICAGO
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_______ L T ________________-__?:_---__._________ o+ FLOW LINE OF GUTTER ALLOWED FOR THE GUTTER FLARE
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BOTTOM OF CURS AND GUTTER TYPE B-15,30 (B-6.12) & TYPE B
A
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P.C.C. DRIVEWAY PAVEMENT DETAIL e CONCRETE WALK /
1.8 m (86— DEPRESSED \
CONCRETE WALK | ™. _ cURD _,/;ll_.,__«——l—— TYPE B CURB
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IF THE WIDTH OF THE ALLEY RETURN A ~
IS 4.8 m (16"-0" OR MORE. A LONGITUDINAL WHEREVER THE ALLEY IS PAVED, CONSTRUCT A
UOINT SHALL BE PLACED TN THE ALLEY SAW CUT EXISTING 25 (1) LONGITUDINAL CURB PREFORMED EXPANSION JOINT
RETURN PAVEMENT. ALLEY PAVEMENT
"PROFOSED PAVEMENT _| ALLEY RETURN_PAVEMENT EXISTING ALLEY PAVEMENT
EDGE_OF PAVEMENT BACK_OF CURB LINE
25 (1) LONGITUDINAL CURB PREFORMED EXPANSION JOINT
FLOW LINE OF GUTTER— | SAME WIDTH AS PAVEMENT ADJACENT TO ALLEY RETURN
N\
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‘ } PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT, 200 (8-INCH) ALL DIMENSIONS ARE IN MILLIMETERS (INCHES)
25 (1’7 LONGITUDINAL CURB 100 (4-INCH) SUB-BASE GRANULAR MATERIAL, TYPE B UNLESS OTHERWISE SHOWN
PREFORMED EXPANSION JOINT (INCIDENTAL - UNLESS A PAY ITEM IS
INCLUDED IN THE SUMMARY OF QUANTITIES)
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